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 Silver e? ect Polyethylene terephthalate (PET) label

 Silkscreen-printed artwork (front)

 Pre-assigned UPC12 barcode (front)

 Embedded nonClonableID 'fingerprint'

 Industrial equipment and spare parts: Automotive, 

manufacturing, oil-gas, shipping, construction equipment

 Temperature resistant to 120ºC

 Adhesive pre-applied (rear)

 Printed barcode number

 Raised tag for tactile scan

 Pre-loaded onto database

 Minimum order 10,000 pieces

 Supplied on reels minimum 200 pieces

 Custom artwork (front)

 Label dimensions (min 30 x 15 mm)

 Supply chain tracking / inventory management: Barcode scanner

 Brand security: Handheld nonClonableID reader for 

authentication

 Remote inspection

 Point of Sale (POS) validation

 Manufacturing data integration

 Warranty / guarantee management

26mm

0.4mm

40mm

Artwork

Security Tag

UPC 12 Barcode

BILCARE TECHNOLOGIES SINGAPORE PTE LTD, 52 Changi South Street 1, Singapore 486161, Tel: +65 6395 4130, Fax: +65 6542 4386

BILCARE TECHNOLOGIES ITALIA Srl, presso Veneto Nanotech, Via San Crispino 106, 35129 Padova, Italy, Tel: +39 049 7705522, Fax: +39 049 7705555 

BILCARE LIMITED, 601 ICC Trade Towers, Pune 411 016, India, Tel:  +91 20 3025 7700.  Fax: +91 20 3025 7701

BILCARE TECHNOLOGIES, Malvern Hills Science Park, Geraldine Road, Malvern, WR14 3SZ, UK, Tel: +44 (0) 1684 585257

BILCARE INC., 300 Kimberton Road, Phoenixville, PA 19460, USA.   Tel +1 610 422 3305, Fax + 1 610 935 4321

www.bilcaretech.com, www.notofakes.com

e-Mail: tech@bilcare.com
© 2010 Bilcare Ltd.  Bilcare and nonClonableID are trademarks of Bilcare Ltd or its subsidiaries.

nonClonableID    Technologies 


	Page 2

